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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 130.00 lm/W
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NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)
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TEST VOLTAGE(V)
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TOTAL FLUX(lm)
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type I - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:None cut-off

Max.At80:204.2cd/klm
Max.At90:0cd/klm
Max.80-90:204.2cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%  12180

90%  10962

80%   9744

70%   8526

60%   7308

50%   6090

40%   4872

30%   3654

20%   2436

10%   1218

 5%    609

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 48.97 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:×10cd UNIT:lm

502.4 587.7 636.9 577.8 490.7 440.2 422.5 443.5 478.8 478.8 2.46,2.46

521.7 741.4 778.4 713.7 499.6 400.2 361.2 408.9 1520 1999 10.2,10.2

550.6 813.6 683.7 761.4 510.2 376.5 291.1 389.2 2578 4577 23.5,23.5

600.3 694.8 367.3 627.9 532.4 363.9 207.7 372.6 3248 7824 40.1,40.1

750.6 392.3 139.7 337.8 602.9 359.5 127.4 350.0 3346 11171 57.3,57.3

991.9 127.6 100.8 114.2 770.7 288.1 98.87 268.0 3271 14442 74.1,74.1

1194 71.41 76.06 67.98 1030 79.36 66.10 82.84 3077 17519 89.8,89.8

398.2 37.42 30.72 34.37 267.2 31.46 9.482 30.42 1740 19258 98.8,98.8

0 0 0 0 0 0 0 0 241.8 19500 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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UNIT: cd

10% 1218
20% 2436
30% 3654
40% 4872
50% 6090
60% 7308
70% 8526
80% 9744
90% 10962

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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LCS REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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BUG REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 2826.4 14.5

FM - Front-Medium(30-60) 5836.8 29.9

FH - Front-High(60-80) 2394.1 12.3

FVH - Front-Very High(80-90) 147.93 0.8

Total Forward Light 11205 57.5

BL - Back-Low(0-30) 1750.4 9.0

BM - Back-Medium(30-60) 4028 20.7

BH - Back-High(60-80) 2422.6 12.4

BVH - Back-Very High(80-90) 93.855 0.5

Total Back Light 8295 42.5

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G3

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 8295 0 8295

Street Side 11205 0 11205

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: ×10cd

0

0 491

5 495

10 502

15 512

20 522

25 534

30 551

35 571

40 600

45 653

50 751

55 854

60 992

65 1165

70 1194

75 921

80 398

85 33.6

90 0.00

15

491

506

528

555

588

633

684

737

797

862

916

948

948

876

661

374

114

30.2

0.00

30

491

518

559

612

681

745

792

819

825

798

720

583

408

229

90.9

56.9

39.8

18.3

0.00

45

490

529

588

666

741

794

814

783

695

556

392

233

128

86.0

71.4

56.2

37.4

20.3

0.00

60

490

538

614

703

770

797

769

675

529

355

210

128

98.9

86.6

74.6

58.7

38.0

19.1

0.00

75

490

544

631

723

780

784

715

580

412

251

154

115

101

92.1

78.1

53.8

33.9

19.9

0.00

90

491

548

637

727

778

770

684

540

367

219

140

112

101

91.0

76.1

49.8

30.7

8.78

0.00

105

490

544

626

713

767

766

691

558

392

240

147

112

98.9

89.4

75.4

50.9

32.2

18.0

0.00

120

490

537

607

688

747

767

728

629

486

320

194

120

95.6

83.6

70.9

53.9

34.8

17.2

0.00

135

489

525

578

647

714

754

761

721

628

495

338

201

114

82.7

68.0

52.2

34.4

17.6

0.00

150

489

513

548

594

652

702

733

748

741

699

612

480

320

161

74.6

53.8

37.7

16.0

0.00

165

489

500

516

539

566

597

629

664

704

746

783

800

780

683

474

239

61.7

32.4

0.00

180

491

490

491

495

500

505

510

518

532

559

603

671

771

950

1030

784

267

31.1

0.00

195

491

480

471

464

459

456

455

455

455

460

470

498

540

593

587

354

55.0

29.6

0.00

210

491

471

454

440

428

420

415

412

412

420

435

454

462

409

248

67.7

41.4

18.2

0.00

225

490

464

440

419

400

387

376

369

364

363

360

342

288

184

79.4

51.4

31.5

10.6

0.00

240

490

458

430

403

379

358

337

314

292

268

240

200

139

86.1

67.9

45.5

22.0

6.73

0.00

255

490

455

424

393

365

336

303

265

225

183

143

110

95.1

85.2

68.7

36.8

14.7

2.49

0.00

270

491

455

422

391

361

328

291

253

208

161

127

110

98.9

88.0

66.1

34.5

9.48

0.98

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: ×10cd

285

0 490

5 456

10 425

15 394

20 367

25 337

30 303

35 268

40 227

45 182

50 142

55 117

60 102

65 89.5

70 71.6

75 38.3

80 14.7

85 2.33

90 0.00

300

490

460

433

406

385

364

343

318

288

255

216

170

121

88.9

70.8

47.3

22.1

6.51

0.00

315

489

465

444

424

409

397

389

380

373

365

350

324

268

172

82.8

52.9

30.4

11.4

0.00

330

489

473

459

447

439

435

433

432

436

449

466

480

476

411

255

76.2

39.7

17.4

0.00

345

489

482

478

475

474

477

482

487

493

506

533

576

628

684

651

395

60.2

24.6

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:


